
Description: 

Stainless Steel Termination Bars:
Stainless Steel Termination Bars are 1” wide, with .075” thickness, and length is 8’-0”.  Holes are 8” on center. 

Aluminum Termination Bars:
Aluminum (Alloy 6063) Termination Bars are 1” wide, with .090” thickness, and length is 10’-0”.  Holes are 8” on center. 

Plastic Termination Bars:
PVC Termination Bars are 1” x 8’, with a thickness of .125”.  Plastic Termination Bars can be custom cut to size and easily fastened 
on the job site. 

Advanced Termination Bars

Specification No. 402 

Mortar Maze® Weep Vents 
&

Mortar Maze® Weep Tubes 

P.O. Box 98, Springvale, ME  04083 
Tel: 1-800-252-2306 or 1-207-490-2306 

Fax: 207-490-2998 
E-mail: info@advancedflashing.com 

Mortar Maze® Cell Vents

Description: 
Mortar Maze® Cell Vents ensure positive drainage in all cavity wall construction, while also restricting insects and other 
debris from entering the head joint.  Made from durable polypropylene, Mortar Maze® Cell Vents are available in a range of 
colors to match the surrounding mortar.  Polypropylene tested in conformance with ASTM D2240, D790B, D638, and 
D1238B. 

Size:  Standard:  3/8” x 2-1/2” x 3-3/8” 
  Jumbo:     3/8” x 3-1/2” x 3-1/2” 
Colors: Clear, Tan, Gray or Brown.  Special colors may be available upon request. 

Mortar Maze® Weep Tubes

Description: 
Mortar Maze® Weep Tubes are now available with or without cotton wicks, or with both cotton wicks and stainless steel 
screens.  Mortar Maze® Weep Tubes are a cost effective drainage device made of durable clear plastic.  Placed sixteen inches 
on center allows for proper moisture drainage.  Tubes are 3/8” dia. x 4”. 

Tubes without wicks are 500 per box. 
Tubes with wicks are 200 per box. 
Tubes with wicks and screens are 200 per box.
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Description: 
Cop-R-Cote is manufactured from a full sheet of 2, 3, 5 or 7 oz. copper bonded on both sides to two layers of special plasti-
cized asphalt compound weighing no less than 6 oz. per square foot. 

Features:
Cop-R-Cote is a permanent, premium quality laminated thru-wall flashing consisting of five (5) layers of time proven water-
proofing materials combined under heat and pressure into a single sheet.  It is flexible and is easily formed by hand at the job-
site.  The asphalt coating of Cop-R-Cote allows for contact with dissimilar metals. 

Special Requirements:
All materials specified shall be delivered to the site in approved manufacturer’s sealed containers bearing manufacturer’s name
and material identification. 

Preparation: 
All masonry surfaces receiving thru-wall flashings shall be free from loose materials, and reasonably smooth.  There shall be 
no slopes that will form pockets or prevent free drainage of water to the exterior surfaces of the wall.  All work shall be exe-
cuted in conformance with accepted trade practice. 
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Description: 

Stainless Steel Termination Bars:
Stainless Steel Termination Bars are 1” wide, with .075” thickness, and length is 8’-0”.  Holes are 8” on center. 

Aluminum Termination Bars:
Aluminum (Alloy 6063) Termination Bars are 1” wide, with .090” thickness, and length is 10’-0”.  Holes are 8” on center. 

Plastic Termination Bars:
PVC Termination Bars are 1” x 8’, with a thickness of .125”.  Plastic Termination Bars can be custom cut to size and easily fastened 
on the job site. 
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Description: 
Mortar Maze® Cell Vents ensure positive drainage in all cavity wall construction, while also restricting insects and other 
debris from entering the head joint.  Made from durable polypropylene, Mortar Maze® Cell Vents are available in a range of 
colors to match the surrounding mortar.  Polypropylene tested in conformance with ASTM D2240, D790B, D638, and 
D1238B. 

Size:  Standard:  3/8” x 2-1/2” x 3-3/8” 
  Jumbo:     3/8” x 3-1/2” x 3-1/2” 
Colors: Clear, Tan, Gray or Brown.  Special colors may be available upon request. 

Mortar Maze® Weep Tubes

Description: 
Mortar Maze® Weep Tubes are now available with or without cotton wicks, or with both cotton wicks and stainless steel 
screens.  Mortar Maze® Weep Tubes are a cost effective drainage device made of durable clear plastic.  Placed sixteen inches 
on center allows for proper moisture drainage.  Tubes are 3/8” dia. x 4”. 

Tubes without wicks are 500 per box. 
Tubes with wicks are 200 per box. 
Tubes with wicks and screens are 200 per box.
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