PHYSICAL DATA
TECHNICAL
DATA
Mortar Deflection, Ventilation, & Drainage Mat Options
Core Material

100 foot roll
® 207
Mortairvent
Nylon 6

61.5 foot roll
® 208
Mortairvent
Nylon 6

Mortar
Deflection & Ventilation
Thickness
Material
Thickness
Roll Weight

0.361 in. (9.16 mm)
.40 in. (10 mm)
19.5 lbs. (8.85 kg)

0.361 in. (9.16 mm)
.80 in. (20 mm)
12.0 lbs. (5.44 kg)

Length
100 ft. (30.48 m)
61.5 ft. (18.75 m)
Density / Specific Gravity
3
3
0.908
1.216
WidthDBreak®
39.0 g/cm
in. (99.06
cm)for Cavity Wall Construction
39.0g/cm
in. (99.06
cm)
(ASTM
792, Method
A)
Mortar
DT | Dovetailed
Mortar Deflection
System
Coverage Area
325 sq. ft. (30.19 sq. m)
MORTAR
BREAK®
DT
Porosity (open
space)
Rolls per Pallet
8 %
Advanced
Building Products is proud to introduce95.6
our newest
ECTC TASC00197)
member of the Mortar Break® line of mortar deflection devices.
TECHNICAL
DATA
Mortar
Break®
DT is
our dovetailed mortar deflection system
Mass
/ Unit Area
(composite)
oz/sq.yd
for
cavity
wall
construction
on
four
(ASTM
5261Area
/ D 6566 that breaks up mortar13.42
Mass /DUnit
ASTM
D 5261
different levels. Our design gives specifiers and contractors
more
options
from one manufacturing source.
Hydraulic
Transmissivity
Tensile
Strength
ASTM 5035 mod.

5.56 gpm/ft width

(ASTM D 4716)
BASIC USE:

200 sq. ft. (18.58 sq. m)
18 %
97.7

12.15 oz/sq.yd
8.66 oz / sq. yd.
MD 100.0 lbs. / sq. ft.
12.00 gpm/ft width
TD 68.8 lbs. / sq. ft.

For
use
at all cavity wall flashing locations.
Air
Transmissivity
Elongation
ASTM 5035 mod.
MD 60%
14.9
cu.ft/min/ft
width
89.5 cu.ft/min/ft width
The
molded
polymer
core geomatrix design allows
moisture
to
(ASTM D 4716,
mod)
TD 53%
seep down through any mortar droppings and weep out of the
Mortar Break® DT is available in .4”, 1” & 2” thicknesses
wallMD
through
mortar free
weep vents.
= Machine
Direction
/ TD = Transverse Direction
Mortar Break® DT used with properly installed flashing and
weep vents, along with good mortar applying techniques, will
ensure the performance of a well-designed masonry wall.

FEATURES & BENEFITS:
»» The unique configuration provides uniformity and
structural integrity which will stand up to the weight of
the mortar.
»» The dovetailed design allows mortar droppings to break
up on multiple levels allowing for proper drainage to
the exterior of the wall system.
»» Will not rot or react with common building materials.
»» Requires no adhesives, fasteners, or special skills to
install.
»» The nesting design of Mortar Break® DT allows for
more lineal feet per pallet reducing freight costs.
»» Contributes to LEED points.
AVAILABLE SIZES:
»» .4” Mortar Break® DT 10” x 5’ 250 LF/box
»» 1” Mortar Break® DT 10” x 5’ 100 LF/box
»» 2” Mortar Break® DT 10” x 5’ 100 LF/box
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